
 

 Ref: WR-5G5P-EC
 
 Fast blast freezer 5x GN 1/1 (or) 600x4
00 (12-8Kg.)

 Brand : DIVERSO by Diamond

 

 

· mm (BxDxH) : 790x700(+30)xh880/900

· T° : +70°C -18°C & +70°C +3°C

· kW : 0,65

· Volt : 230/1N 50Hz

· kg : 86

· M³ : 0,59

 - Capacity: 5 GN 1/1 (or) 5x 600x400 mm (1 GN 1/1 grid
 supplied as standard). 

- Production per cycle: 12 Kg (+70° C +3° C) and 8 Kg (+70° C -
18° C). 

- Core probe as standard. 

- "Anti-tilt" structure in stainless steel wire (removable), spacing
 for 67 mm plates. 

- Reversible door, integrated handle (not protruding). 

- Hinges (right) with automatic return (90° locking). 

- Inside bottom with drain plug (heavy maintenance). 

- 4 adjustable stainless steel feet.

- Digital electronic controller (in closed, waterproof box), holding
 function at the end of the cycle and audible alarm. 

- Monobloc structure, internal construction in AISI 304 stainless
 steel and external construction in AISI 430 stainless steel. 

- Deep-drawn inner bottom, rounded corners (without roughness). 

- Closing door by magnetic seal (easy replacement, without tools). 

- Microswitch device, allowing the evaporator fan to stop when
 the door is opened. 

- Climate class 4 compressor unit, ventilated condenser, front
 accessibility, easy maintenance and after-sales service. 

- Refrigerant R404A (or R452).

- Ventilated evaporator (oversized), treated against salt and food
 acids, completely hidden (not visible). 

- Manual defrosting, condensate recovery tank. 

- CFC-free polyurethane insulation (60/50 mm). 

- The equipment is manufactured following the (CE) standards in
 force.

ADVANTAGE: 

Diverso freezing and rapid cooling cells (100% Made in Europe).
 Regulation of cooling or freezing cycles (with "Hard / Soft"
 function), on time or at temperature (core probe)..... performance
 and compliance with the standards ensured: i.e. the passage of the
 core temperature from +70°C to +3°C in 90 minutes (UK
 standard) or +65°C to +10°C in 110 minutes (NF standard) and
 from +70°C to -18°C in 240 minutes (UK standard) or +65°C to -
18°C in 270 minutes (NF standard). 


